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ASW-AR-17

Designed to enhance both security
and user experience.

@——  ONE PLATFORM . TOTAL CONTROL ——@

REAL-TIME ENAHNCED SEAMLESS FAST & DATA-DRIVEN
MONITORING SECURITY INTEGRATION RELIABLE INSIGHTS

Q 16569041285 @& www.zoomtech.com.sg ¥ info@zoomtech.com.sg



Compact by design
Powerful in performance.

Anti-Tailgating

Enhanced detection for controlled and
secure passage

Smooth Experience

Optimized for effortless pedestrian
movement

High Throughput

Efficiently handles demanding
pedestrian traffic volumes

Specifications

ASW-AR-17

CABINET SIZE

L1400mm * W180mm * H1000mm

CABINET MATERIAL

SUS304 Brushed Stainless Steel

PANEL MATERIAL

Acrylic (10mm)

600mm (Normal lane)

WALKWAY WIDTH 900mm (Handicap lane)
OPERATING SUPPLY AC220+10%V 50+10%HZ
POWER CONSUMPTION 100W - 200W
MOTOR Servo Motor

PASSING SPEED

35-40 people / min

COMMUNICATION INTERFACE

Level/pulse, RS485, RS232

WEIGHT

Single Mechanism Cabinet- 105Kg
Dual Mechanism Cabinet - 117Kg

MTBF

10 Million

WORKING ENVIRONMENT

Indoor / Outdoor

IP PROTECTION LEVEL

IP55

Flushed mounted into cabinet with

LED INDICATOR -
Green / Red indicator
SENSOR 8 Pairs
Technical Drawings
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